Material safety data Sheet
Manufacturer: 
NuSheen Products

Supplier: 



Date: 01-01-12
 

3330 Beekman St.






Preparer: Ted Korzep
Cincinnati, OH 45223

513-541-2225 


24 Hour Transportation Emergency: 1-800-535-5053

_________________________________________________________________________________________________________

Section I

Product Name: Blast Off
 



UN Shipping Name: 
Corrosive Liquid
Product Type: Alkaline Detergent




Packaging Classification: PG III
Label Name: NuSheen Products



Hazard Class:

8
Product # 202





ID # 


NA 1760
HMIS Hazard Rating: Health=2, 
Fire= 0, 

Reactivity=0, 
Personal Protection:=B
Proper Shipping Description: Compound, cleaning, liquid, 8, NA 1760, PG II (contains Potassium Hydroxide)
Section II – Ingredients

Chemical Name


CAS#

Wt. %
PEL 
TLV 
Carcinogen

Water



7732-18-5
to 100


Sodium Metasilicate

6834-92-0
0-5
na
na
No
2-Butoxyethanol


111076-2
0-5
25ppm
25ppm
No

Amphoteric Surgactant

61791-38-6
0-5
na
na
No
Trisodium Phosphate

7758-29-4
0-5
5ppm
5ppm
No
Anionic Surfactant

27176-87-0
0-5
na
na
No
Potassium Hydroxide

1310-58-3
0-5
na
na
No
Section III – Physical Data
Boiling Point: 212 ◦F
Vapor Pressure: (mmHg) 23.7
Vapor Density: (Air=1) na
Specific Gravity: 1.1
Evaporation Rate: (H2O=1) >35
Solubility in Water: 100%

Appearance and Odor: Amber Liquid with slight solvent odor
PH: 12.5-13.5
Section IV – Fire and Explosion Data

Flash Point: N/A

Flammable Limits: N/A

Extinguishing Media: Water, CO2, Foam
Special Firefighting Procedures: None                  Unusual Fire and Explosion Hazards: None 
Section V – Reactivity Data

Stability: Stable

Hazardous Polymerization: Will not occur

Incompatibly: Strong oxidizing agents and acids 

Hazardous Decomposition Products: Thermal heating and may cause carbon dioxide gases
Section VI – Health Hazard Data

Effects of Overexposure: Primary Routes of Entry
Skin: Skin irratant. Can cause swelling, redness, drying and cracking. Prolong contact will cause severe burns.
Eyes: Eye irritant. Vapors, mists and liquid may be severly irritating to the eye and conjunctiva. Prolong contact may cause

permanent damage.  
Inhalation: Irritating to the mucous membranes of the nose, throat and lungs. May cause coughing and difficult breathing.
Prolong exposure may result in tissue damage.

Ingestion: Extremely corrosive to mouth and throat. Will cause severe tissue damage. May cause nausea, severe abdominal pain,
vomiting and possible collapse.

First Aid Procedures 
Skin: Remove contaminated clothing.  Flush effected area with large amount of water.

Eyes: Flush eyes with large quantities of water of at least 15 minutes.  If irritation persists, seek medical attention.

Inhalation: Seek fresh air. If breathing is difficult give oxygen. If irritation persists seek medical attention.
Ingestion:  Dilute with large quantities of water. Do not induce vomiting.  Seek medical attention immediately.

Section VII- Precautions for Safe Handling and Use

Respiratory Protection: Use in well ventilated area.  
Ventilation: Local exhaust

Protective gloves: Waterproof
Eye Protection: Safety glasses 
Other protective equipment: Waterproof apron and footwear
Storage: Keep lid on and secure.  Do not stack over 2 high.

In case of spill: Mop up and flush to sewer with large quantities of water or in accordance with state, local and federal regulations. 

Waste Disposal Methods: When contents are depleted flush container with water.  Dispose of container in accordance with state, local and federal regulations. 
